iam =FOR SERVICE TRUCK USE 


COMPRESSORS 


TYPE—Two stage tank mounted compressor units especially de- 
signed for truck mounting for tire servicing or pressure lubricating. 


PRESSURE—Standard tank pressure from 
165 to 175 p.s.i.is maintained by a VD Con- 
stant Speed Unloader. 


TANK—Built to ASME specifications for 
200 Ibs. working pressure. Tested to 300 Ibs. 


DRIVE—V-belt with V sheaves on compres- 
sor and motor. 


LUBRICATION—Safe-Q-Lube Pressure Lu- 
brication. 


A OTHER FEATURES—Timken main bearings, 
s pe Lynite connecting rods, Loadless Starting, 
automotive type pistons, nonbreakable steel 


valves, highly efficient copper-finned inter- 
cooler, totally enclosed dustproof crankcase, 
combination intake filter and silencer. 


GASOLINE ENGINE—Standard makes— 
including Positive Valve Rotators and Stellite 
Exhaust Valves. 


EXTRA FEATURES 


STARTER—Units with electric starters in- 
cluding 12 ft. length of battery cable to 
permit attachment to truck battery—avail- 
able at extra cost. 


End view showing 
manifold, pressure 
gauge and regulator. 


TANK MANIFOLD—Tank outlet manifold, 
on 30 gal. tank only, for reduced air pres- 
sure on air tools and full tank pressure for 
other air requirements available at extra 
cost. Reduced pressures can be obtained by 


& adjusting pressure regulating valve. 


Model HT-325-12 


SPECIFICATIONS AND PRICES 


Tank Size | Press. 3 Approximate Approx. 

Range i Overall Shipping 
Inch | Gal. Lbs. hk Dimensions Weight 
Ww H 
16x38 30 165-175 , 192" || 37” 500 Ibs. | $ 577.50 


16x38 | 30 165-175 19%” | 40%” 630 Ibs. 638.00 


20x63 80 165-175 | 25° 55” 1010 Ibs. 1474.00 | 


Extra for 6 volt electric starter with 12’ length battery cable $70.00 
Extra for 12 volt electric starter with 12’ length battery cable $85.00 
Extra for tank outlet manifold, including %4” reducing valve, %” three-way cock, pressure gauge and piping $60.00 


Extra for tank outlet manifold, including ¥2” reducing valve, /2” three-way cock, pressure gauge and piping $36.35 


Compressor mounted 
on truck bed 


Compressor used with 
pneumatic impact wrench 
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